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LOUNGE TBC, TO BE
CONSTRUCTED OFF
SOLID CONCRETE

BASE

2663

01020304
05

07

08

09

10

11

12

13

06

14

Shelves
Shelves

51
7

91
0

45

966

25
48

42
1

96
9

200

566 670

866

101520301130

45004500

74
10

44
0

68
0

12
30

4175

81
2

85
5

35
8

1350

74
10

573

27
10

797.0134

852

89
7

1493

25mm h.w cladding/aluminium frame
to column with concealed fixings

Silicone Seal - Colour to
match bifold/glazed screen
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Thermal Insulation tape to surround
SHS - TBC by door specialist

Silicone Seal - Colour to
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steel SHS post. see struct
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Bi-fold Door system - by
specialist

EP16160_SPECEP16160_SPEC EP16160_SPECEP16160_SPEC EP16160_SPECEP16160_SPEC EP16160_SPECEP16160_SPEC

Vertical DPC

Silicone seal - colour to
match bi-fold doors

50 x 50 treated s.w. ground fixed to wall with
stainless steel screws and plastic plugs

Mineral wool insulation with
vertical dpc in front of it

Aluminium trim to match bi-fold
doors

Aluminium bi-fold doors by
specialist - TBC by client

New flush threshold drainage
channel to connect into existing
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